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the level that tops them all! Leading the level 
field has been a Hall habit for more than 25 years 
... a habit that continues to pay dividends to the 
many dealers stocking and selling the complete 
line of Hall levels. 

Constructed of rigidly forged virgin aluminum 
frames, the Hall level easily withstands the strains 
of expansion and contraction resulting from 
extreme changes in temperature. 

The Hall Forging Process assures maximum 
strength and resistance to corrosive elements 
while furnishing a high lustre finish that is tops in 
customer eye appeal. 
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DROP FORGED 


ALL ALUMINUM 


LEVELS 








24” Fig. 24—Forged Aluminum Level, 6 Adjustable 
Vials, 2 Double Plumbs and 1 Double Level 

24” Fig. 24A—Forged Aluminum Level, 6 Adjusta- 
ble Vials, Double Plumb, Double Mitre, Double Level 
Individually boxed—Weight 2 lbs. each 





9” Fig. 89—Aluminum Torpedo Level with Plumb 
ana Mitre 
Packed six in attractive box — Weight 7 oz. each 





Fig. No. 1 — Original Octagon Line and Surface 
Level 


Individually boxed, 12 boxes in a carton 
Weight 1/, oz. each or 7 Ibs. per Gross 


FOR LONGER USEFUL LIFE 
[. FORGED or oreorion ene 


contraction under extreme tempera 
ture changes. 


? FORGED to eliminate possi- 
. bility of concealed 


defects inherent in other processes. 


FORGE formaximum 
3. strength and resist- 


ance to corrosive elements. 
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PRECISION LEVELS 
FOR EVERY USE 





Stocked by 
‘ eading lobbers 


Everywhere 








IRON MACHINISTS’ LEVEL 
Improved Precision Type 


These levels are fitted with ground and grad- 
uated main vials and have cross level vials 
for assistance in preventing the level from 
being used in a canted position 

Available in 6”, 8”, 12”, 15” and 18” sizes 


IRON MACHINISTS’ LEVEL 
Regular Standard Type 


No. 5G has ground and graduated main vial. 
Available in 4”, 6”, 8”, 12”, and 18” sizes. 


No. 5P has proved vial of commercial grade 
Available in 4”, 6”, 8”, 12”, and 18” sizes. 


The base of each level is grooved for shaft or pipe, and also has a flat margin each side of the groove 
for surface use. All sizes have the eclipsing cover for protecting the glass when not in use. 


HALL LEVEL 


& MFG. WORKS 





1119 EAST 4TH STREET @ Established 1913 e AUSTIN, TEXAS 


Mention Hardware Age When Writing 
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ALL ALUMINUM LEVELS 


24° Fig. 24 — Forged Aluminum Level, 6 Adjustable Vials, 2 Double 
Plumbs and 1 Double Level 
24 Fig 24A — Forged Aluminum Level, 6 Adjustable Vials, Double 
Plumb, Double Mitre, Double Level 


Individually Boxed Weight 2 Ibs. each 








FOR LONGER LIFE-- FOR GREATER SALES 
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9” Fig 6° — Aluminum Torpedo Level Fig. No. 1 — Original Octagon Line ip 
with Plumb and Mitre and Surface Level ry 


individually Bozed, 12 Bozes in a@ Carton 


Packed Sin in Attractive Boxa—Weight 7 or. each P| Weight 2 oz. each or 7 Ibs. per Gross 
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FORGED all aluminum levels by Hall carry top honors for customer satisfac- 
tion. Because forging gives the frame extra strength — extra resistance to 
corrosive elements, Hall levels have a longer useful life. Hall’s Forging 
Process also eliminates the possibility of concealed defects — reduces strain 
produced by extreme temperature changes. S 


Thirty-five years of manufacturing experience behind each 


Hall level guarantees accuracy and =—s 
H A Lh eve & MFG. WORKS 





dependability on the job. Remember 
there’s a Hall level for every job. 


Stocked by Leading Jobbers Everywhere 


9 East 4th Stree AUSTIN. TEXAS 





ESTABLISHED 1913 
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